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Condition of load llllllllllllll

Name and occupation of person opening car

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as
amended by Amdt. 174–26A, 41 FR 40685, Sept.
20, 1976; Amdt. 174–68, 55 FR 52682, Dec. 21,
1990]

§ 174.115 Loading Division 1.4 (Class C
explosive) materials.

(a) Division 1.4 (Class C explosive)
materials may be loaded into any
closed car in good condition, or into
any container car in good condition.
Car certificates are not required. Pack-
ages of Division 1.4 (Class C explosive)
materials must be blocked and braced
to prevent their movement and pos-
sible damage due to movement of other
freight during transportation. For
methods of recommended loading and
bracing see Bureau of Explosives Pam-
phlet No. 6.

(b) Division 1.4 (Class C explosive)
materials may not be transported in a
truck body, trailer, or container on a
flatcar unless:

(1) The truck body, trailer, or con-
tainer is closed and tight;

(2) All automatic heating or refrig-
erating machinery with which the
truck body, trailer, or container is
equipped is inoperative; and

(3) Packages of Division 1.4 (Class C
explosive) materials are blocked and
braced within the truck body, trailer,
or container to prevent their move-
ment and possible damage due to
movement of other freight during
transportation. Ends, side walls, or
doors of the truck body, trailer, or con-
tainer may not be relied on to prevent
shifting of heavy loads. For rec-
ommended methods of blocking and
bracing see Bureau of Explosives Pam-
phlet No. 6C.

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as
amended by Amdt. 174–36, 44 FR 70732, Dec.
10, 1979; Amdt. 174–68, 55 FR 52682, Dec. 21,
1990]

Subpart F—Detailed Requirements
for Class 2 (Gases) Materials

§ 174.200 Special handling require-
ments.

(a) Division 2.1 (flammable gas) ma-
terials may not be loaded, transported,
or stored in a rail car equipped with
any type of lighted heater or open-
flame device, or in a rail car equipped
with any apparatus or mechanism uti-
lizing an internal combustion engine in
its operation.

(b) Division 2.1 (flammable gas) ma-
terials may not be loaded in a truck
body or trailer equipped with any type
of lighted heater or any automatic
heating or refrigerating apparatus
when such truck bodies or trailers are
loaded on flatcars except as provided in
paragraph (c) of this section.

(c) Heating or refrigeration appa-
ratus may be operated on a motor vehi-
cle loaded on a flatcar when the motor
vehicle is loaded with Division 2.1
(flammable gas) materials only if:

(1) The lading space is not equipped
with any electrical apparatus that is
not non-sparking or explosion-proof;

(2) There is no combustion apparatus
in the lading space;

(3) There is no connection for the re-
turn of air from the lading space to any
combustion apparatus; and

(4) The heating system conforms to
§ 393.77 of this title and does not heat
any part of the lading over 54 °C (129
°F).

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as
amended by Amdt. 174–68, 55 FR 52682, Dec.
21, 1990; 56 FR 66281, Dec. 20, 1991]

§ 174.201 Class 2 (gases) material cyl-
inders.

(a) Except as provided in paragraphs
(b) and (c) of this section, cylinders
containing Class 2 (gases) materials
being transported in a rail car must be:

(1) Securely lashed in an upright po-
sition so as to prevent their over-
turning;

(2) Loaded into racks securely at-
tached to the car;

VerDate 15<DEC>99 10:04 Dec 21, 1999 Jkt 183197 PO 00000 Frm 00615 Fmt 8010 Sfmt 8010 Y:\SGML\183197T.XXX pfrm03 PsN: 183197T


		Superintendent of Documents
	2015-01-08T10:15:37-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




